
ZHEJIANG HENGDA STAINLESS STEEL CO., LTD.
No. 88 Binhai Road, Beilun District, Ningbo, China · qa@hengda-steel.example

MILL TEST CERTIFICATE · EN 10204 3.1 · No. MTC-HD-26-5521
Date: 10 Oct 2026
Customer: Aço Paulista Distribuidora Ltda. (via Hengda Metal Trading Co., Ltd., Hong Kong)
Customer order: IMP-2026-112 · Commercial invoice: HMT-26-0934
Product: Stainless steel cold rolled coils, AISI 304, 2B finish, nominal 0.80 mm x 1250 mm
Standard: ASTM A240

Coil No. Heat No. Thickness (mm) Cr % Ni % C %

HD-304-26-1101 H26-1101 0.80 18.21 8.05 0.045

HD-304-26-1102 H26-1101 0.81 18.21 8.05 0.045

HD-304-26-1103 H26-1103 0.79 18.34 8.12 0.051

HD-304-26-1104 H26-1104 0.80 18.10 7.62 0.048

HD-304-26-1105 H26-1105 0.86 18.27 8.09 0.043

HD-304-26-1106 H26-1105 0.80 18.27 8.09 0.043

Mechanical properties (all heats): tensile strength 640 to 660 MPa, yield 290 to 310 MPa, elongation 52 to 55%. Result: PASS.

We hereby certify that the material described above has been manufactured and tested in accordance with the order requirements.

Li Wei
Quality Assurance Manager
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